
STANDARD	VERSION
Body,	3-layer	particle	board	(E1),	melamine	coated,	highly	abrasion-resistant,	with	1	mm	plastic	edge,	thickness	19	mm.
Rear	panel,	3-layer	chipboard	(E1),	melamine-coated,	highly	abrasion-resistant,	grooved	all	around,	thickness	8	mm.
Doors,	3-layer	particle	board	(E1),	melamine	coated,	highly	abrasion	resistant,	with	2	mm	plastic	edge,	thickness	19	mm.

OPTIONS
	 	

STANDARD
DIN	EN	14074,	DIN	EN	14073-2,	DIN	EN	14073-3,	DIN	EN	16121,	DIN	EN	16122

FEMB	level:2017	(Level	3)

TECHNICAL	SPECIFICATIONS
FOLDER	HEIGHT 5
WIDTH 31.50	"
TOTAL	HEIGHT 80.31	"
DEPTH 22.83	"
NO.	OF
ADJUSTABLE
SHELVES

2

NO.	OF	FIXED
SHELVES

1

BENEFITS/SPECIALS

Board	material	melamine
coated	with	robust	plastic
edge

Cupboard	with	central
locking

Metal	cup	hinges	with	240°
opening	angle

With	drag	base	on	the	door Stauraum	für	bis	zu	zwei
Materialwägen

Decoration	group	2
Front	decors	price	group	2

Front	HPL	glued
Handle	PG	2

Base	adjustment


