
STANDARD VERSION
Material made of 3-layer chipboard (E1), melamine coated. Writing surface with 0.12" plastic edge, material thickness 0.98". Body with 0.04" plastic
edge, material thickness 0.75". Tack board covered with fabric. Table height ISO size 4 to 7 possible.

OPTIONS
  

STANDARD
FEMB level:2017 (Level 3)

TECHNICAL SPECIFICATIONS
FOLDER HEIGHT 5
WIDTH 39.37 "
TOTAL HEIGHT 80.31 "
DEPTH 22.83 "
NO. OF FIXED
SHELVES

1

WEIGHT 132 lb

Decoration group 2
Optionally available disassembled
Cover fabric price group 1

Upholstery fabric price group 2
Upholstery fabric price group 3
Shelf (additional)

Cable opening, Ø 3.15"
Built-in sockets

MEDIA WORKSTATION (D 22.83")
MODEL 4750.901

Our range of materials and colors can be found in the A2S material overview.
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BENEFITS/SPECIALS

Board material melamine
coated with robust plastic edge

Pinboard covered with fabric Removable bezel for easy
cable routing

Height-adjustable table top;
optional cable aperture

Side panels for better glare
and privacy protection

MEDIA WORKSTATION (D 22.83")
MODEL 4750.901
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