
STANDARD VERSION
Tabletop, 3-layer chipboard (E1) 0.03" HPL glued, melamine coated, highly abrasion-resistant, with plastic edge, thickness: 0.79". 
Note: Details of table heights refer to a top thickness of 0.79".
C-shape frame infinitely adjustable, rectangular tube rounded: 1.57"/0.98"/0.08" and oval tube: 1.97"/1.18"/0.08". Frame epoxy coated, with floor
protectors with kick plate. Height adjustment by lamella locking with handwheel. Table with narrow shelf.

OPTIONS
  

STANDARD
FEMB level:2017 (Level 3)

SIZES
SIZE 6
TABLE WIDTH 35.43 "
TABLE HEIGHT 29.92-46.06 "
TABLE DEPTH 23.62 "
STACKABILITY –
NUMBER OF SEATS 1
WEIGHT 62 lb

Felt floor protectors Book stop bar direct coated

DRAFTING TABLE (35.43"X23.62")
MODEL 1110

Our range of materials and colors can be found in the A2S material overview.
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BENEFITS/SPECIALS

Melamine coated table top with
robust plastic edge

With practical shelf for utensils Optionally with book stop bar Floor protectors with
integrated step protection

Robust, stable and infinitely
adjustable metal frame

No chance for dirt thanks to
firmly glued plastic edge
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