
STANDARD VERSION
Body and shelves, 3-layer particle board (E1), melamine coated, with 2 mm plastic edge, thickness: 19 mm. Body firmly glued on miter. 
Back panel, translucent plexiglass, colorless, thickness: 3 mm. 
Floor protector with level compensation.

Note: 1 folder height (OH) ≙ 38.4 cm

OPTIONS
    

STANDARD
GS-zertifiziert gem. DIN EN 16139, DIN EN 1023-1, DIN EN 1023-2, DIN EN 16121, DIN EN 15372

TECHNICAL SPECIFICATIONS
FOLDER HEIGHT 4
WIDTH 32.68 "
TOTAL HEIGHT 65.35 "
DEPTH 16.54 "
INSIDE MEASURE
COMPARTMENTS

31.10x15.75 "

NO. OF
COMPARTMENTS

4

NO. OF ADJUSTABLE
SHELVES

3

WEIGHT 97 lb

MODULA SHELF STRAIGHT, 4 OH
MODEL 4610.542

Our range of materials and colors can be found in the A2S material overview.
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BENEFITS/SPECIALS

Board material melamine
coated with robust plastic edge

Carcass mitered tightly glued Pull-out proof shelf supports Back wall made of translucent
plexiglass

Carcass firmly dowelled and
glued ex works
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