4-LEG TABLE, WOOD (160X80 CM)

MODEL 5808

STANDARD VERSION

Tabletop, 3-layer chipboard (E1), melamine coated, highly abrasion-resistant, with 0.12" plastic edge, thickness: 0.98".

Note: Table height specifications refer to a tabletop thickness of 0.98".

4-leg base, sides in beech solid wood studs, semicircular: 2.36"/1.38". Frame in beech, natural lacquered: 2.95"/0.98". With plastic floor protectors.

Table top shape: semicircular

OPTIONS
= Table top finishes price group 2 = Felt floor protectors
= Table top HPL glued = Cable slack

= Table top glued with solid wood edge glue-in = Universal connector
crowned

STANDARD
GS-zertifiziert gem. DIN EN 15372

SIZES

TABLE WIDTH 62.99"
TABLE HEIGHT 28.35"
TABLE DEPTH 31.50"
STACKABILITY -
NUMBER OF

SEATS

WEIGHT 72 1b

Our range of materials and colors can be found in the A2S material overview.
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= 6-fold gounded socket

62.99"
29.53"
31.50"

73 1b
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4-LEG TABLE, WOOD (160X80 CM)
MODEL 5808

BENEFITS/SPECIALS

—

Melamine coated table top with Painted with environmentally Solid beech wood from
robust plastic edge friendly water-based paint. sustainable forestry with
water-based varnish
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